IDAHO TRANSPORTATION DEPARTMENT

COMMERCIAL VEHICLE BY LANE REPORT - From2004 Permanent Weigh-In-Motion Data
District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge

Thursday 1 July Thru Saturday 31 July 2004
Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Lane Lane Average Lane Lane Average Total Average
Commercial Vehicle Type Count % GVW Count % GVW Count | Type % GVW
SNGL UNIT TRK: 2 axles 1177 20.30 16702 1292 22.20 15114 2469 21.25 15871
SNGL UNIT TRK: 3 axles 1037 17.88 44550 1085 18.64 34762 2122 18.26 39545
SNGL UNIT TRK: 4 axles or more 82 141 61337 36 0.62 54417 118 1.02 59225
TRK W/SNGL TRLR: 4 axles or less 429 7.40 29565 464 7.97 24200 893 7.69 26777
TRK W/SNGL TRLR: 5 axles 1855 31.99 70899 1699 29.19 64461 3554 30.59 67821
TRK w/SNGL TRLR: 6 axles 610 | 10.52 57840 366 6.29 68036 976 8.40 61664
TRK w/SNGL TRLR: 7 axles or more 415 7.16 98804 663 | 11.39 98440 1078 9.28 98580
TRK w/2 TRLRS: 5 axles or less 9 0.16 81289 14 0.24 62271 23 0.20 69713
TRK w/2 TRLRS: 6 axles 37 0.64 71097 38 0.65 71363 75 0.65 71232
TRK w/2 TRLRS: 7 axles 96 1.66 96442 105 1.80 70859 201 1.73 83078
TRK w/2 TRLRS: 8 axles or more 41 0.71 114612 53 0.91 95940 94 0.81 104084
TRK w/3 TRLRS: 7 axles 8 0.14 90188 6 0.10 84167 14 0.12 87607
TRK w/3 TRLRS: 8 axles or more 3 0.05 102167 3 0.03 102167
Total Commercial by Lane 5799 49.91 53409 5821 50.09 49258 11620 100.00 51330
Total Commercial by Direction 5799 | 49.91 53409 5821 | 50.09 49258




